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Mechanical Performance: <#L.#& 1 86>
. spring force: 70g1t20g at 1.30mm working stroke

R4S, ET/ETREL 30mm ¥4 70g+20g>

.Full stroke: 1.50mm
<A IHEITHE; 1. 50mm>

02

. Machanical Life : 50,000 cycles

SHULBEF4: 50,0003k>

Electrical Performance: <¥# St /2>
. Rated current & voltage: DC12V; 2A .

<Hi = JEgHEIT: DC12V; 2A >

. Contact resistance: 30 milliohm Max.

CEAMHAT: 0B EA O

. Cannot be used as the charging

AR THEMNMA>

Environment performance: <¥f 3 g6)
.Operating Temp:-40 to +105°C
CTHEBEFEE: -40 to +105C>

.Resistance to Solder heat: 260°C +5° 20s=*2s

EBERMME: 2600C+5° 20s+2s>

.Salt spray:48h
<3 F K48/ bt

To ensure the best usage, please operate it based on the working height.

Based on the engineering drawings, shall not exceed the maximum allowed compression.
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Pogopin plating 0. 125um Au
¥4 BHEL0. 125um>

BP183711 o

Black HTN UL94 V-0
1 <B4 HIN UL94 V-0>
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D3 | 2019.05.09 Bk s S ¥
D2 | 2019.05.07 B B4 LA E K E 1. 70mm
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Recommended pcb layout
Layout tolerance: =£0.05mm
SCALE 10:1 | UNIT:mM | Gf duntech Electronics Co..Ltd AND

SHOULD NOT BE USED IN WHOLE OR IN JusLIN I—_ﬁ‘ XX Eﬂ E'EI ‘jr ﬁ‘ ﬁ% / \ ._AT
ANGE| + 90 Al PART WITHOUT PRIOR WRITTEN PERMISSION. /; I\ Ju . ) A |

0~6 2010 | @ SHEET: 1 of 1

6~30 £020 | DRAW PART NO. PPM. 05-1837-0302
30~150 +(0.30 CHECK FILE NAME 1837XX
ok o ey | APPRU TITLE. Pogo pin connector




